
PERFECT YOUR PERFORMANCE WITH EXPERTISE

Thermocouple TYPE TBJ
Straight wire sensor with bayonet

l Is used for measurement of temperatures in machinery, tools, heating 
plates, bearings etc. where a fast replacement is desired.

l The thermocouple is standard with insulated measuring point.

l The protective sheath is standard of stainless steel.

l Mechanical connection by means of a nipple, which e.g. is screwed into 
the machine. The sensor is mounted by means of the bayonet socket. The 
spring pressure is adjusted by screwing the bayonet socket up/down the 
spring before mounting. 

1/4"BSP
3/8"BSP

LK

NL2=50

Ordering: See ordering form on back page



ORDERING FORM / THERMO COUPLE  TYPE TBJ

Head office:

Senmatic A/S
Industrivej 8, 5471 Søndersø, Denmark
Phone: +45 64 89 22 11
dk@senmatic.com - www.senmatic.com

Connection diagram:

1 ................ 1×TC
2 ................ 2×TC

Number of thermocouples

Length/cable/LK/mm

 Min. 1000 mm -
 max. 8000 mm

       ....................   Optional length

Immers.length/L1/mm
Min. 15 mm -
max. 125 mm
Optional length .

Cable matr./temp.range
1 ... PVC -5/+85°C
2 ... Silicone -50/+180°C
3 ... Teflon/screen -50/+260°C
4 .... Fibregl./screen -20/+350°C
5 .... Arm. teflon -50/+200°CSheath dia./wallth./mm

6×0,5 ......................... 1
8×1  ........................... 2

Tip form
Flat  ................................ 1 

Mounting thread
NONE  ................................. 0
1/4"  ..................................... 4
3/8"  ..................................... 5

Nipple length/NL2
0 mm  ...................................... 0
50 mm  .................................... 4

Type TBJ

1 ....... 1
2 ....... 2

Tolerance class

Thermocouples
1 ........... K - NiCr-Ni 
2 ........... J - Fe-CuNi
6 ........... N - NiCrSi

V2.0

Type          +      -
 
  Non-magnetic Magnetic

K Green White

Magnetic Non-magnetic

J Black White

Non-magnetic Magnetic

N Pink White
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