AMI Penta - Drip Irrigation

Double EC, pH and Ratio Control

Up to 8 Dosing Pumps or Venturi System
20 Recipes / 100 Groups

Absolute and Relative Alarms

200 Valve Irrigation Control

12 Start Conditions

8 Basins-recirculation

Up to 60 m3/H
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Group 1

EC:1.8
pH: 5.9

RECIPE 5

Mixing ratio:
A=20 B=35 C=0 D=5
E=10 F=5 G=5H=0

R

Group 2
RECIPE 2
EC: 2.0
pH: 5.5
Mixing ratio

A=20 B=20 C=25 D=5
E=10 F=10 G=5 H=5
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Group 3

A=35 B=10 C=20 D=5
E=5 F=0 G=20H=5
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EEE senmatic

Group 4
RECIPE 1 RECIPE 8
EC: 23 EC: 2.3
pH: 5.5 pH: 5.5
Mixing ratio: Mixing ratio:
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Approx. 600 L

STOCK SOLUTION TANKS

Approx. 600 L | |_Approx. 600 L

Approx. 600 L

Approx. 600 L

Industrivej 8

DK-5471 Sgndersg

Denmark

Tel: +45 64 89 22 1

Fax: +4564 8933 1

e-mail: dgtsales@senmatic.com
www.senmatic.com

A=20 B=10 C=40 D=10
E=20F=0 G=0 H=0

Group 5-6 -7 - 8 me>

ACID/ALKALINE

L

Approx. 600 L | |_Approx. 600 L

FERTILIZER FILTER



